
The SnapPress LP-1 Specs

Machine type

Ink type HP Aqueous Pigment Ink

Reaches up to 12 liters/color

Inkjet Coated Unconverted and Converted

3 - 12.0” (8 cm - 30 cm)

Up to ~50lbs or 12” OD

(~23 kg or 30 cm)

11.7” (30 cm)

1” - 36” (2.5 cm - 91 cm)

600x1200

1200x1200

Up to 90 ft/min (27 m/min)

30 - 60 ft/min (9 - 18 m/min)

Customized Xitron Navigator Input and Output Profiling

CMY: ~250 ml each

K: ~500 ml each

Certified for resistance to light, water, and abrasion. The four-
color ink system produces long-lasting, brilliant colors

Experience varies with usage and media types

Can vary depending on specific media

An efficient ink delivery system provides a low cost-per-print

advantage

Input Resolutions (dpi)

300X300

600X600

150X300

HP Module Life

Media type

Media width

Media Capacity

Label width

Label length

Output Resolutions (dpi)

High speed

Lower speed

RIP

Ink capacities (L)

Qualified Types

Fiber

Polypropylene

Polyolefin

Polyester

Coated

Treated

Uncoated

Matte

Silk

Satin

Gloss

Clear

Foil

Qualified Grades

Full Standing Machine Dimensions: 70” L x 30” W x 54” H (178 cm x 76 cm x 137 cm) 
Weight: ~380 lbs (172 kg)

Make Labels a SNAP!
www.makelabels.com


